TOTAL SHEET
ROUTE SECTION COUNTY SHEETS NUMBER
VARIOUS 2008-038 | VARIOUS ‘ 20 5
Contract 60E79

FULL DEPTH REPAIR
NOTE:

ALL BARRIER WALL REPAIR SHALL BE COMPLETED IN ACCORDANCE WITH STATE STANDARD 637001 AND SECTION
637 OF THE STANDARD SPECIFICATIONS AND AS SHOWN ON THE PLANS. ALL PROPOSED DOWEL BARS AND TIE BARS
SHALL BE DRILLED AND GROUTED IN PLACE. REINFORCEMENT SHALL BE INCLUDED AS SHOWN IN STANDARD 637001
AND DESCRIBED IN SECTION 637 OF THE STANDARD SPECIFICATIONS EXCEPT WHEN A REINFORCEMENT CAGE IS
ENCOUNTERED. IN SUCH A CASE, THE CONTRACTOR SHAL.L REMOVE THE DAMAGED PORTIONS OF THE CAGE AND
SHALL REPLACE IT WITH BARS OF THE SAME SIZE AND SPACING. THE SCOPE OF REPAIR AT EACH LOCATION SHALL
BE AS SHOWN ON THE PLANS AND APPROVED BY THE ENGINEER PRIOR TO CONSTRUCTION.
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- TYPICAL REPAIR FOR
FULL DEPTH (BARRIER WALL)
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